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130mm Concrete slab on Comflor

60/1.2/S350 Decking to S.E spec

150mm Service Void

50mm Insulation

75mm Screed with Underfloor Heating

Ultra 8 Membrane

Ultra 20 Membrane

FFL 109.980

FFL 106.345FFL 106.345
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WALLS AND FLOOR TO RECEIVE 8MM ULTRA 8 & 20  TANKING MEMBRANE
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PROPOSED TIMBER FLOOR CONSTRUCTION IS TO BE CONSTRUCTED USING 300X50MM & 300X75MM AS INDICATED @ 400 C/S. PROVIDE MINIMUM 25MM PLYWOOD SHEETING OVER.  fLOOR JOISTS ARE TO BE UNDERDRAWN AND INSULATED IF REQ'D AS PART OF FIT OUT APPLICATION. *SIZES AND SPANS ARE TO BE CHECKED BY STRUCTURAL ENGINEERS PRIOR TO COMMENCEMENT ON SITE.
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AutoCAD SHX Text
PROVIDE NEW GLASS SCREEN TO UPPER BALCONY LEVEL

AutoCAD SHX Text
PROVIDE NEW LIGHT WEIGHT  SUSPENDED CEILING TO BE  FIXED TO THE UNDERSIDE OF SECOND FLOOR GALLERY 

AutoCAD SHX Text
PROVIDE NEW GLASS SCREEN TO UPPER BALCONY LEVEL

AutoCAD SHX Text
PROVIDE NEW LIGHT WEIGHT  SUSPENDED CEILING TO BE  FIXED TO THE UNDERSIDE OF FIRST FLOOR GALLERY 

AutoCAD SHX Text
LOCATIONS OF FIXINGS THROUGH CEILING TO EXISTING ROOF SUPPORTS 

AutoCAD SHX Text
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