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TYPE A - 2 bed semi detached house/mews

TYPE B - 3 bed semi detached house

TYPE C/D - 3/4 bed semi detached 3 storey house

HOUSE TYPE KEY

SUB 
STATION

SITE 
ENTRANCE

TYPE E - 1/2 bed apartment

12no UNITS

9no UNITS

14no UNITS

24no UNITS

59no UNITS

22no car spaces

14 no car spaces

26no car spaces

24 no car spaces

86 car spaces
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Ash Road, Droylsden

1 : 500

SITE PLAN

Hatched area indicates Landscaped embankment

Landscaped embankment/Steep Gradient/stepped

tarmac road surface

tarmac pavement surface

rear gardens to be turfed

front gardens to be landscaped including 
hedge rows/ shrubbery and specimen trees 

Existing poor quality landcape consisting of 
rough vegatation and shrubbery located 
within the site to be removed. 

Existing Vegatation including 
shrubbery outside the application site 

0 25 50 m

SCALE 1:500
NORTH

sub station to be located 
close to site entrance

brick paviours to all car parking bays

Refuse recycling store 2no 1100l Eurobins. Timber 
close boarded fence

Play area

Covered cycle park for 6no cycles

Covered cycle park for 6no cycles

Covered cycle 
park for 6no 
cycles

REV H 12.10.20 Site Layout re-designed, buffer 
to adjacent site increased in depth, access road 
re-aligned to provide queing right turn for WTS 
and queing lane on the existing roadway with 
minimal impact to the WTS. Turnin ghead 
added to cul-de sac 1. Distribution of unit types 
redesigned to work with new access point and 
road layout.  

red broken line indiactes 15m clear buffer 
zone where no window/elevations are to be 
located. Note - all living rooms to the flats 
face into the site.

Black broken line indicates buildings are hardstanding areas to be demolished

1 : 100

Section 5

tree planting within boundary buffer zone reinforces visual barrier 

2m high close boarded fence with flat timber reflective faces both 
sides and mineral wool acoustic interlayer inbetween to site 
boundary with double layer of screen planting Laural Hedge to 
2-2.5m in height.  

embankment to be planted with dense shrubbery

box hedgrow to base of embankment

86.286.0

84.7
84.5

82.5 existing embankment profile

existing depression at the centre of the site to be infilled, raising the 
ground levels

Waste Trasfer Station Site

windows adjacent and opposite the WTS to be 
double glazed 4/12/4 

apartments adjacent to the WTS to be fitted with 
positive perssure passive acoustic ventilators.

existing kerb line to be re-aligned. Kerb line 
indicates boundary of applicants site

road access to be reconfigured to provide a queing lane for the 
WTS. The new highway to also include a right hand turn que lane 

newly created islands to be landscaped

existing access road is private - applicant has full rights of access and 
responsibilities for 40% repair and maintenance costs

application site extended to include the private access road.
IN

OUT

existing In and Out access configuration maintained. 

broken lines indicate highways to be 
reconfigured.

WTF ( waste transfer station)

1 : 500

Plan Extension showing Ash Road

REV J 14.12.20 Site plan extended along Ash 
Road

MANOR ROAD

ASH ROAD

CEMETERY

REV K 14.01.21 Red Line boundary extended 
to the adopted highway on Ash Road
REV L 01.03.21 sub station relocated, turning 
head increased to first cul de sac, unit 9 moved 
forward.flat 48-53 window setting out amended. 
extent of road adoption indicated. Acoustic 
fence specification updated.

2m high close boarded fence with flat timber reflective faces both 
sides and mineral wool acoustic interlayer inbetween to site 
boundary with double layer of screen planting Laural Hedge to 
2-2.5m in height.  

point of access to 
adjacent fields

blue hatch indicates extent of 
roadway to be adopted
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