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P
ow

der coated alum
inium

 (R
A

L 9005) fram
ed

door and fanlight (m
in 900m

m
 clear opening).

6.4m
m

 thick clear lam
inated glass to opening and

all glazing to have B
ritish S

tandard’s K
ite M

ark
stam

ped upon the glass. D
oor to include floor

m
ounted spring hinge, letter plate and pull

handles.

N
ew

 stallrisers to be lined in 18m
m

 W
B

P
plyw

ood and faced in pow
der colour coated

panel scribed to suit. A
llow

 for sealing w
ith black

silicone seal and m
ake good to all affected

areas.

P
rovide and install new

 internal pow
der coated

electronically key operated roller shutter (set 150m
m

behind line of shopfront). S
hutter to be operated internally

via a key sw
itch w

hich is to be recessed in w
all near

shopfront and externally by key plate recessed into
shopfront. S

hutter to be concealed behind fascia and
above suspended ceiling. C

ontractor to form
 all support

fram
ew

ork and linings as required and to ensure that the
shutter is accessible for future m

aintainance. A
ll exposed

surfaces including guides, rails and laths to pow
der coated

to m
atch C

harcoal / B
lack R

A
L9005.

N
ew

 F
ascia

N
ew

 F
ascia

N
ew

 pow
der colour coated shopfront. F

ram
es to be m

illed
alum

inium
 sections - S

hopfront fram
ing sections shall be

generally 100m
m

 w
ith 45m

m
 shallow

/deep glazing pockets
and open backed sections to perim

eter. S
ystem

 to
incorporate head section over entrance door to include
overhead closer, ( closer to have no hold open facility ),
w

eathering brushes etc. and sealed m
em

bers w
ith square

section snap-in glazing beads to all horizontal sections.
F

ram
es to be pow

der colour coated satin 'B
lack' to m

atch
R

A
L9005. G

lass to com
ply w

ith B
S

6202 and G
 and F

recom
m

endations and shall bem
inim

um
10.5m

m
 thick plate

lam
inated glass. A

llow
 for building in and sealing fram

e w
ith

black silicone seal and m
ake good to all affected areas.

A
pertures to be prepared ready to receive a new

pow
der colour coated shopfront. F

ram
es to be

pow
der colour coated satin 'B

lack' to m
atch

R
A

L9005. G
lass to com

ply w
ith B

S
6202 and G

 and
F

 recom
m

endations and shall bem
inim

um
10.5m

m
thick plate lam

inated glass. A
llow

 for building in and
sealing fram

e w
ith black silicone seal and m

ake
good to all affected areas.

N
ew

 stallrisers to be lined in 18m
m

 W
B

P
 plyw

ood and
faced in a pow

der colour coated alum
inium

 cover trim
(scribed to suit). A

llow
 for sealing w

ith black silicone seal
and m

ake good to all affected areas.

E
xisting entrance door and shopfront fram

es to be
rem

oved. A
perture to be prepared ready to receive a

new
 pow

der colour coated shopfront. F
ram

es to be
pow

der colour coated satin 'B
lack' to m

atch
R

A
L9005. G

lass to com
ply w

ith B
S

6202 and G
 and F

recom
m

endations and shall bem
inim

um
10.5m

m
thick plate lam

inated glass. A
llow

 for building in and
sealing fram

e w
ith black silicone seal and m

ake good
to all affected areas.

M
ain contractor to provide and install new

 sw
 fram

ing
and line in 18m

m
 thick exterior grade plyw

ood ready
to receive new

 fascia sign.

8002400

150m
m

o/a height of panel 730mmheight to underside of sign 2435mm

A
06-06-20

P
erim

eter and shopfront am
endm

ents.

N
ew

 perim
eter fascia treatm

ent w
orks including

pilasters and returns to be undertaken by Landlord
prior to occupation.

N
ew

 perim
eter fascia treatm

ent w
orks including

pilasters and returns to be undertaken by Landlord
prior to occupation.
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